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Χυτοσίδηρο (σειρά IP) και μπρούvτζινο προφίλτρο (σειρά BP)
Cast iron prefilter (IP series) and cast bronze prefilter (BP series)

Προφίλτρα πισίνας
Swimming pool prefilters

Φλάντζες εισόδου και εξόδου σε συμφωνία με τα standard DIN 2501 με συνδέσεις από DN-65 (2½”) έως DN-200 (8”) 
με 3-4 χερούλια ασφάλισης (σύμφωνα με το μοντέλο) για μια τέλεια σφράγιση καπακιού.
Τεχνικά χαρακτηριστικά του χυτοσίδηρου προφίλτρου (σειρά IP):
- Προφίλτρο χυτοσίδηρης κατασκευής.
- Καλαθάκι ανοξείδωτο AISI-316.
Τεχνικά χαρακτηριστικά του μπρούντζινου προφίλτρου (σειρά ΒP):
-Προφίλτρο μπρούντζινης κατασκευής DIN 1705 RG 5 σε μπλε-ραφ χρώμα. 
- Καλαθάκι ανοξείδωτο AISI-316.

Inlet and outlet clamps in accordance to the DIN 2501 with connections from DN-65 (2½”) to DN-200 (8”) 
with 3-4 closing handles (depending on the model) for a perfect lid seal.
Technical details of the cast iron prefilter (IP-series):
- Pot and Prefilter made of cast iron.
- Strainer in stainless steel AISI-316.
Technical details of the cast bronze prefilter (BP-series):
- Pot and Prefilter made of bronze DIN 1705 RG 5 in marine-colour.
- Strainer in stainless steel AISI-316.

Mοντέλο
Model

Περιγραφή
Description Dn Pt De Ds A B C D He Hs Ø T Τρύπες

Holes

IP-65/65 Cast-iron prefilter DN65 65 145 185 185 380 260 415 360 250 120 18 4

IP-80/80 Cast-iron prefilter DN80 80 160 200 200 380 260 415 360 250 120 18 4

IP-100/100 Cast-iron prefilter DN100 100 180 220 220 380 260 415 360 270 155 18 8

IP-125/125 Cast-iron prefilter DN125 125 210 250 250 380 260 415 360 270 155 18 8

IP-150/150 Cast-iron prefilter DN150 150 240 285 285 460 340 555 500 380 190 22 8

IP-200/200 Cast-iron prefilter DN200 200 295 340 340 460 340 555 500 380 190 22 8

BP-65/65 Cast-bronze prefilter DN80 65 145 185 185 380 260 415 360 250 120 18 4

BP-80/80 Cast-bronze prefilter DN80 80 160 200 200 380 260 415 360 250 120 18 4

BP-100/100 Cast-bronze prefilter DN100 100 180 220 220 380 260 415 360 270 155 18 8

BP-125/125 Cast-bronze prefilter DN125 125 210 250 250 380 260 415 360 270 155 18 8

BP-150/150 Cast-bronze prefilter DN150 150 240 285 285 380 340 555 500 380 190 22 8

BP-200/200 Cast-bronze prefilter DN200 200 295 340 340 460 340 555 500 380 190 22 8


